perfectly shaped

Ceramico
Mixing plates
„Form follows function“

The fanciful mixing plates from
bredent. Featuring new shapes
and an exquisite design which
reflects the uniqueness. Perfectly
shaped, individual, functional and
unconventional - they add a personal
touch to your working place. Created
for mixing ceramics, light-curing
materials and stains.
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Ceramico

GlossOne3

GlossOne

GlossOne glazed mixing plates are not
self-wetting systems. A special seal has
been adhered into the lid.
The lid protects the content from
drying too quickly and from becoming
contaminated. Wet and clean the seal,
exert pressure onto the central section
of the correctly positioned lid and the
air is displaced. The resilience of the lid
creates a slight vacuum. The lid adheres
to the plate and hence an airtight seal
is obtained.

White-glazed mixing plate in the
shape of an incisor with three
indentations and plastic lid with
special seal.

individual

GlossOne14

1

White-glazed mixing plate in
the shape of an incisor with 14
indentations and plastic lid with
special seal.

Ceramico GlossOne3
3 indentations (approx. 30 x 20 x 4.5 mm)
Dimensions - plate: approx. 190 x 144 x 15 mm
Dimensions - lid:
approx. 192 x 148 x 18.5 mm
Weight:		
approx. 510 g
REF 390 0040 0

Ceramico GlossOne14
3 indentations 		
(approx. 43 x 30 x 5 mm)
4 indentations 		
(approx. 33 x 22 x 4.5 mm)
7 indentations 		
(approx. 29 x 20 x 4.5 mm)
Dimensions - plate: approx. 190 x 144 x 15 mm
Dimensions - lid:
approx. 192 x 148 x 18.5 mm
Weight:		
approx. 460 g
REF 390 0040 1
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The glazed surfaces allow to apply individual markings which can be wiped
off with a finger or a cloth if necessary.
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When interrupting the working
process, the plate can be covered to
protect the ceramic from becoming
contaminated. A seal has been
integrated into the lid.
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After exerting pressure onto the lid, excess air will escape and a tight seal is obtained to ensure that the ceramic material
will dry less quickly. How long the necessary consistency of the ceramic material can be maintained, depends on the time
of coverage, the ambient temperature and exposure to sunlight, which must be avoided.

Ceramico

WetOne3

WetOne

The porosity within the plates allows to
achieve necessary wetting to maintain
the desired consistency of the ceramic
materials. Moreover the smooth surface
protects bristles against rapid wear.
When storing in the closed container
and constantly checking the degree
of wetness, the ceramic material can
be stored almost for an indefinite
period and material consumption is
reduced considerably. Moreover time
is saved since it is not required to keep
ceramic materials permanently wet and
additional costs for fleece, filters, etc.
can be reduced. When closing the lid
during interruptions of work, ceramic
materials will not dry and become
contaminated.

Self-wetting mixing plate in the shape
of an incisor made of absorptive special
ceramic with 3 indentations in the
plastic container.

WetOne14

Self-wetting mixing plate in the shape
of an incisor made of absorptive
special ceramic with 14 indentations
in the plastic container.

functional

The photos below show how moisture is withdrawn from the mixing plate by
the ceramic material and the material takes on a darker shade. If the brush
1
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Ceramico WetOne3
3 indentations 			
Dimensions - plate:		
Dimensions - container:
Weight:			
REF 390 0040 2

(approx. 30 x 20 x 4.5 mm)
approx. 190 x 144 x 13 mm
approx. 192 x 146 x 25 mm
approx. 580 g

Ceramico WetOne14
3 indentations 			
4 indentations 			
7 indentations			
Dimensions - plate:		
Dimensions - container:
Weight:			
REF 390 0040 3

(approx. 43 x 30 x 5 mm)
(approx. 33 x 22 x 4.5 mm)
(approx. 29 x 20 x 4.5 mm)
approx. 190 x 144 x 13 mm
approx. 192 x 146 x 25 mm
approx. 530 g

thanks to prolonged processing consistency
is pressed lightly into the material, the moisture level is increased and the
material can be perfecttly taken up for further processing.
3
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Use a soft brush to clean the plates under running water. Alternatively, a steam blasting unit can be used. Better
cleaning results can be achieved by treatment of the previously dried plate in the preheating furnace. The plate should be
supported on firing trays and slowly heated up to 100 to 150° C; the temperature should be maintained for 1 hour. Then
the plate is slowly heated up to 800° C. Finally, the furnace is turned off and the plate is slowly cooled down.
If necessary, finish the surface with waterproof abrasive paper and clean once more under running water.
Attention! If the plate is heated and cooled too quickly, a temperature shock – and consequently fracture - may
result.
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Ceramico

BlackMolar

BlackMolar und
ColorImplant

unconventional

„Form follows function“ - this is part
of a famous slogan created by Louis
Sullivan, the American architect and
main representative of the Chicago
School, one of the first leading-edge
high-rise architects. The unconventional and unique shapes of Ceramico
BlackMolar and ColorImplant are to set
new trends for laboratory routines of
dental technicians and to appreciate
their „works of art“.

Black-glazed mixing plate in the
shape of a molar with overglazed
nerve canals and a lid impenetrable
to UV light for mixing light-curing
materials.

Ceramico BlackMolar
5 indentations 		
(approx. 17 x 12 x 2.5 mm)
1 indentation 		
(approx. 30 x 22 x 4.5 mm)
Dimensions - plate: approx. 210 x 115 x 11 mm
Dimensions - lid:
approx. 210 x 117 x 17 mm
Weight:		
approx. 300 g
REF 390 0040 4

ColorImplant

White-glazed mixing plate in the shape
of an implant with 13 indentations and
dust lid, for stains.

Ceramico ColorImplant
1 indentation 		
(approx. 42 x 23 x 4.5 mm)
12 indentations
(approx. 14 x 9 x 3 mm)
Dimensions - plate: approx. 170 x 67 x 12 mm
Dimensions - lid:
approx. 172 x 69 x 16 mm
Weight:		
approx. 190 g
REF 390 0040 5

GmbH & Co.KG · Weissenhorner Str. 2 · 89250 Senden · Germany · Tel. (+49) 0 73 09 / 8 72-4 40 · Fax (+49) 0 73 09 / 8 72-4 44
www.bredent.com · e-mail info@bredent.com
Subject to changes

